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ELECTRIC

PORTS (3)
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POLYPRO 

SPILLAGE TRAY

25,00 x 625,00 x 1720,00

(OPTIONAL)
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1733.30 / 68.24" INT. ENCLOSURE

290.19 / 11.42"

  OPEN SASH

CATCH

GRAB

SYSTEM(2)

REVISION HISTORY

ZONE REV DESCRIPTION DATE APPROVED

SIDE PANELS 1 TEMPERED GLASSES

5/18/2017

P CH

METAL HEAD 2 FAN MOD RG190

6/22/2020

P CH

METAL HEAD 3 NEW FAN MOD BI2422063TB2M-8B

6/22/2020

P CH

METAL HEAD 4 INTERNAL LED LIGHTS MOUNTED

6/22/2020

P CH

SIDE PANELS 5 CLEAR ACRYLIC ON SIDE PANELS
8/22/2022

P CH

SELF

LOCKING

SASH

LED LIGHTS

MOUNTED(2)

GENERAL TOLERANCE IN MILIMETERS

LINEAR & ANGULAR FORM & POSITION

ISO 2768 V ISO 2768  L
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637.02 / 25.08"

1549.59 / 61.01" OPEN SASH

697.51 / 27.46       "

EXT. ENCLOSURE

1749.79 / 68.89"EXT. ENCLOSURE

AIR

METER

(OPTIONAL)

ELECTROSTATIC

PRE-FILTER WITH

METAL-MESH

CLEAR

ACRYLIC

NOTES:

 

STANDARD ON ALL UNITS:

1.0 CONSTRUCTION: EPOXY COATED MILD 

     STEEL SIDES PANELS AND HEAD UNIT.

2.0 FRONT AND BACK PANELS 

      MADE ON 1/4" CLEAR ACRYLIC.

3.0 CLEAR ACRYLIC ON SIDE PANELS.

4.0 CENTRIFUGAL FAN BI2422063TB2M-8B.

5.0 POWER SUPPLY 110V 60Hz. or 220V 50HZ.

6.0 MAIN SWITCH ON/OFF.

7.0 MONITORING, LOW AIRFLOW.

8.0 INTERNAL LED LIGHTS. 

9.0 W/O 

 

1748.71 / 68.85"

668.21 / 26.31"

FAN BI24220

IN DYNAMIC 

FILTRATION 

CHAMBER

FILTERS 

CLAMPS

SYSTEM(2)
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PORT

POWER

INLET

CONTROL 

PANEL OR

MONITOR 

(OPTIONAL)

FILTER 

ACCESS 

DOORS
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VIEWER
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